Air Hose Reel can be conveniently employed in the industrial sites using pressed air. It is designed with a flexible air
hose and a special spring, which prevents it from leaking and maintains its rolling power. Additionally, it has simple
structure to install and use with ease. It also raises the work efficiency and keep work places organized.
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é -« « Use : Car service center, Industrial site
L u « Features : Package-typed case, Light weight body,
H ‘ Polyurethane braided hose
120 « Installation : Wall, Ceiling (Within 4M height, If installed over
140 4M, it could not rewind.)
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AF-610 PU 6 8 10 45
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\ « Use : Car service center, Industrial site, Laboratory
1L H ‘ 20 « Features : Light weight frame, Flexible hose, Easy installation
@ 6-09 3 « Installation : Wall, Ceiling (Within 4M height, If installed over
B 120 4M, it could not rewind.)
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RA-610N PU.PP 6.5 10 353 76 135 193 320 6.4
RA-61EN PU.PP 6.5 15 10 353 76 135 193 320 7
RA-620N PU.PP 6.5 20 10 353 76 135 193 320 76
RA-625N PU.PP 6.5 25 10 353 76 135 193 320 8
RA-G30N PU.PP 6.5 28 10 353 76 135 223 350 85
RA-81ON PU.PP 8 10 10 353 76 135 193 320 6.7
RA-81EN PU.PP 8 15 10 353 76 135 193 320 75
RA-820N PU.PP 8 20 10 353 76 135 193 320 8
RA-825N PU.PP 8 25 10 398 76 135 223 350 83
RA-830N PU.PP 8 27 10 398 76 135 223 350 85
RA-1110N PU.PP 11 10 10 353 /6 135 193 320 7.6
RA-1115N PU.PP il 15 10 398 76 135 223 350 8
RA-1120N PU.PP 11 20 10 398 %6 155 223 350 85
RA-810NF  Synthetic Rubber 8 10 15 353 76 135 193 320 8
RA-B16NF  Synthetic Rubber 8 15 15 353 76 135 193 320 84
RA-820NF  Synthetic Rubber 8 20 15 353 76 135 193 320 9
RA-825NF  Synthetic Rubber 8 25 15 398 76 135 223 350 1.7
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