« Itis usually used for the supply lines of high pressed grease and all sorts of lubricating oil.

« It is well-designed so that oil may not leak or change rolling capacity by employing high pressed rubber hose and special spring even if it is used for long time. And it is

user friendly equipment made as simply as possible.
« It heightens work efficiency and keeps work places tidy.
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RHA Type

« Use : Car service center, Industrial site, Steel mills, Oil depots of power plants

« Features : Solid frame, High durability seals, Powerful spring

« Installation : Wall, Floor (Within 4M height, If installed over 4M, it could not
rewind.)
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RHA—610 14" x W 64 10 190 216 256 0 400 230 430 PTi/4" 150 165
RHA-615 14" XIW 64 15 190 216 256 %0 400 230 430 PTI4" 150 19
RHA—620 14" x W 6.4 20 190 236 276 10 400 230 430 PTi/4" 150 213
RHA—625 14" X W 64 %5 190 236 276 10 450 260 485 PTI/4" 150 258
RHA—630 14" x W 6.4 30 190 236 276 110 450 260 485 PTI/4" 150 28
RHA-910 3/8" X 1W 95 10 150 216 256 %0 400 230 430 PT3/8" 150 2
RHA-O15 3/8" X 1W 95 15 150 236 276 10 400 230 430 PT3/8" 150 2
RHA-920 3/8" X 1W 95 20 150 2% 276 110 450 260 485 PT3/8" 150 27
RHA-925 3/8" X 1W 95 2 150 278 318 150 500 290 540 PT3/8" 200 315
RHA-030 3/8" X 1W 95 30 150 278 318 150 500 290 540 PT3/8" 200 kS
RHA-1310 12" x W 125 10 140 278 318 150 400 230 430 PTI" 150 24
RHA—1315 12" x W 25 15 140 278 318 150 400 230 430 PT2" 150 %
RHA-1320 12X W 125 20 140 278 318 150 450 260 485 PTI2" 150 k2
RHA-1325 12" x W 1?5 25 140 278 318 150 500 290 540 PTI2" 200 3%
RHA-1330 12X W 125 30 140 278 318 150 500 290 540 PTH2 200 38
RHA—1910 3/4" X1 19 10 80 338 378 210 450 290 515 PT3/4" 200 34
RHA-1915 3/4"x1W 19 15 80 333 378 210 450 290 515 PT3/4" 200 k14
RHA-1920 3/4" X1 19 20 80 338 378 210 500 290 540 PT3/4" 200 40
RHA—1925 3/4"x W 19 2 80 333 378 210 550 315 500  PT3/4AT 200 45
RHA-1930 3/4"X1W 19 30 80 338 378 210 550 315 500 PT3/4" 200 48
RHA—2510 X 25 10 70 338 378 210 450 290 515 PTI" 200 %
RHA—2515 "X W 25 15 70 408 448 280 500 315 565 PTI" 200 39
RHA—2520 "X 25 20 70 408 448 280 500 315 565 PTI" 200 44
RHA—2525 1" X 1W 25 20 70 408 448 280 550 345 620 PTI" 200 44
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| . RHA-G Type
N - - + Use : Large-sized car service center, Manufacturing heavy machinery, Greae
supply lines of steel mills
=% - Features : Solid frame, High durability seals, Powerful spring
Le] - Installation : Wall, Floor (Within 4M height, If installed over 4M, it could not
H 4-p13x18 rewind.)
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RHA-610G 1/4" X2W 216 256 %0 400 230 430 PTY4” 150 165
RHA-615G 14" x2W 64 S 350 216 256 0 400 230 430 PTYA 150 9
RHA-620G 1/4" X2W 64 20 350 236 276 10 400 230 430 PTIA 150 213
RHA-625G 1/4"x2W 64 2 350 236 276 110 450 260 485  PTI/4 150 258
RHA-630G 1/4"x2W 6.4 30 350 236 276 10 450 290 515 PTY4T 200 28
RHA-910G 3/8"x2W 95 10 280 216 256 20 400 230 430 PT3/8" 150 27
RHA-915G 3/8"X2W 95 5 280 236 276 110 450 260 485 PT3/8" 150 29
RHA-020G 3/8"X2W 95 20 280 236 276 110 450 260 48  PT3/8" 150 33
RHA-025G 3/8"x2W 95 25 280 278 318 150 500 290 540 PT3/8" 200 38
RHA-930G 3/8" X 2W 95 30 280 218 318 150 500 290 540 PT3/8" 200 43




